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Central Monitoring 
Stations Face 
Critical Problems 

Dealing with false alarms and 
providing alarm verification has 
become a major concern and need 
for central monitoring stations. Law 
enforcement agencies are adopting 
a “no response unless verified” 
approach and in some geographies 
alarm verification is required by law.

Leveraging Advanced 
Detection Technologies 
for Accurate Alarm 
Verification

The Next Cam PG2 is a two-way, 
wireless digital PIR detector with 
integrated camera that provides 
the perfect solution for visual alarm 
verification. This detector is typically 
installed to cover entire rooms, 
hallways, stairways and other 
areas where camera viewing is 
needed. When the alarm system is 
armed and the PIR sensor detects 
movement, the detector activates 
the camera and sends an alert to 
the control panel which immediately 
sends the images to the central 
station. The central monitoring 
station staff can then review the 
images to verify the alarm and 
respond accordingly.

Features that Make  
a Difference:

•	Provides fast alarm verification for 
monitoring stations

•	During alarm events, captures and 
store video clips

•	 Images are sent over GPRS to the 
monitoring station

•	Camera range: 12m (40ft);  
with IR illumination 10m (33ft)

•	Optional pet-tolerant model – 
Ignores animals up to 38 kg (85lb)

•	Uses revolutionary PowerG 
technology, delivering outstanding 
reliability, robustness and efficiency

•	Compatible with PowerMaster 
systems

•	 Ideal for commercial and residential 
applications

Next CAM PG2
Wireless Digital PIR Detector 
with Integrated Camera
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Features and Benefits

•	Provides visual alarm verification in real time

•	Uses revolutionary PowerG technology

•	Frequency Hopping Spread Spectrum (FHSS) 
technology – Provides military-grade robustness  
and reliability

•	Full, two-way, synchronized TDMA wireless network 
– Streamlines communication and increases channel 
efficiency

•	Highly-secure AES-128 encrypted wireless 
communication – Surpasses the most demanding 
industry standards

•	Cost-effective with extremely low power consumption

•	 Instant capture feature – Starts recording immediately 
when the alarm is activated

•	Day and night CMOS camera, with IR illumination

•	Pet-tolerant version (Next CAM K9) uses Target Specific 
Imaging (TSI) technology to distinguish between human 
beings and pets weighing up to 38kg (85lb)

•	Advanced True Motion Recognition (TMR) algorithm 
(patented) distinguishes between an intruder and other 
disturbances that can cause false alarms

•	No vertical adjustment needed

•	Front cover and back tamper

•	Automatic camera setup for brightness and contrast  
via the control panel

Camera Specifications

Camera type	�����������������������������������������������������������CMOS 

Camera range 	�������������������������������� 12m (40ft) in daytime;  
10m (33ft) in complete darkness

Color & resolution . . Color/B&W: QVGA (320 x 240 pixels)	
QQVGA (160 x 120 pixels)

Frame rate . . . . . . . . . . . . . . .                Up to 2 frames per second 

Camera angle	�������������������������������������������� Wide angle 90°

Camera response . . . . . . . . . .          Instant capture functionality
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PIR Detector Specifications

Operating frequencies 	�������������������������433, 868, 915MHz

Coverage . . . . . . . . . . . . . . . . .                 12 x 12m (40 x 40ft) / 90° 

Battery type . . 2 x 3V lithium CR-123A or 2 x 3V CR-17450 

Battery life  . . . . . . . . . . . . . . . . . . .                   3 years (for CR-123A);  
5 years (for CR-17450)

Mounting height . . . . . . . . . . . . .             1.8 to 2.4m (6 - 8ft) - PIR 
1.8 to 2.1m (6 - 7ft) - Pet-tolerant

RF/radio technology	����������������������������������������������PowerG 

Dimensions	�������������������������������������������� 125 x 63 x 60mm  
(4.9 x 2.5 x 2.4in)

Weight (with battery)	������������������������������������������200g (7oz)

Operating temperature	���������������-10° - 50°C (14° - 122°F)

Tamper protection 	��������������������������� Front cover and back

Compliance  . . . . . . . . . . . .             EN 50131-1 Grade 2 Class II,  
EN 50131-2-2 (Europe) 
CFR 47 Part 15 (USA) 

Industry Canada

Optional accessories  . . .   Wall, corner and ceiling brackets 



Affordability Without Compromise
Everything you want, nothing you don’t.

Video
Live View, Live Answer doorbell 
& cameras on screen

Bluetooth
Touchless disarming, 
music streaming

Affordable All-in-One
8-Core Processor, LTE & Wi-Fi Dual 
Path, 7”Touchscreen

Choose Your Version
PowerG or Interlogix or Honeywell 
or S-Line or 2Gig or DSC

Automation
Z-Wave 800, lights, locks, thermostats, 
garage doors

Easy Installation
SmartMount, Install Wizard, 
on-screen diagnostics & more



Items Parameters IQ Hub

LCD Display Size 7-inch LCD

Resolution 1024 x 600 pixels

Brightness 300 cd/m2

RGB Color 24bit, 16.9 Million Colors

Touchscreen Type Capacitive glass

User Codes Up to 242 Role-based (Dealer, Installer, Master, User, Guest, Duress)

Network WiFi WiFi 802.11 a/b/g/n/ac dual band 2.4/5GHz - including built-in access point capability

Cellular LTE Category 4 (Bands 2/25, 4/66, 5, 7, 12/17, 13, 14 non-FirstNet, 26)

Z-Wave Plus (800) Up to 137 Devices 137 total (Up to 80 lights, up to 20 locks, up to 10 thermostats, up to 6 garage doors, up to 21 misc.)

PowerG Up to 128 Devices 915 MHz Long Range Secure Encrypted 2-Way Wireless

Security RF Up to 128 Devices Depending on the model: Either S-Line Encrypted 319.5 MHz, 345 MHz, or 433 MHz

Bluetooth Disarm & Audio Streaming Bluetooth Low Energy (BLE) 4.2

Flash Memory Internal Storage 16GB NAND Flash

LED Indicator Status LED Full-color RGB LED

Speaker/Siren 4W Front-facing 4W speaker + 85-dB piezo siren

Microphone MEMS 1x MEMS (Micro-Electro-Mechanical System) Microphones

Tamper Tamper Switch Dual panel and wall tamper with spring release and Smash and Grab reporting

Battery Type 18650 Rechargeable Lithium Ion 3000mAh Rated for over 24 hours

Buttons Hard Button Single wake/sleep button, all user controls through touch interface

Mechanical Dimensions 6.1”H x 7.5”W x 1”D  (155mm x 191mm x 26mm)

Power Supply DC 7v DC 1000mA CC, Input 100-240VAC 50/60Hz Adpater evaluated at 120vAC for UL/cUL

Mount Back Plate SmartMount for wall mounting included. SmartMount table stand

Certifications FCC FCC: 2AAJXQS-IQPANEL4 (may contain additional modules with separate FCC IDs) 2AAJXQS-ZW8

IC IC: 11205A-QSIQPANEL4 11205A-QSZW8

UL/ULC UL-985, UL-1023, UL2610, ULC-S545, ULC-S304

Temperature Operational 0°C to 49°C, 32°F to 120.2°F, up to 93% relative humidity, indoor, dry ordinary locations use only

Storage -20°C to 50°C, -4°F to 122°F

Operating System Android 9 Security & Home Automation Touch and Swipe Interface

Processor 8-core Qualcomm Snapdragon 8-core SOM (System on a Module) with 16GB of NAND Flash

Specifications
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MC-302V PG2 
PowerG Vanishing Door /
Window Contact

with

Technology
PowerG

Features that Make a 
Difference:
•	Very small and virtually 
unnoticeable when installed 
•	Ideal for protecting doors, 
windows and other openings

•	Fits any window/door type 	
and décor

•	Highly reliable
•	PowerG two-way Frequency 
Hopping Spread Spectrum 
FHSS-TDMA technology

•	Compatible with PowerG 
systems and receivers

•	Easy installation and maintenance
•	Easy to install and remove
•	Visible signal quality indication 
shown on the device

•	Large transmission range, 
enabling repeater-free 
installations

•	Prolonged battery life for up to 	
3 years (with typical use) with 
coin-size battery

•	Low-battery alert
•	Available with white or 	
brown casing

MC-302V PG2 is an extremely small 
and thin wireless magnetic contact 
transmitter, designed primarily for 
protecting doors and windows. When 
installed, the MC-302V PG2 is virtually 
unnoticeable and does not interfere 
with home decoration. Fully compliant 

with international standards, the 	
MC-302V PG2 is a highly reliable 
wireless magnetic contact that is 
compatible with PowerG alarm 
systems and is very easy to install and 
operate in a wide range of residential 
and commercial environments. 

Specifications:

Battery type . . . . . . . . . . . . . . . . . . . . . . . . . . . .                              3V, CR-2032 lithium battery

Battery life  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 3 years with typical use

Weight (including battery) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                               12g (0.42oz)

Operating temperature . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                 0°C to 55°C 	
(32°F to 131°F)

Operating environment . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .                                     Indoors

Dimensions . . . . . . . . . . . . . . . . . . .                   433/868 MHz model: 62 x 25.4 x 7.7mm 	
(2.5 x 1 x 0.33in)

915 MHz model: 62 x 25.4 x 6.1mm 	
(2.5 x 1 x 0.25in)

Certifications
EN  
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Features that Make a 
Difference:

•	Motion and temperature* detection 
in a single, small device aligned with 
contemporary design preferences 

•	Built-in PowerG leading-edge wireless 
intrusion technology 

•	Fresnel and cylindrical lenses for 
uniform detection sensitivity covering 
up to 12 m (39 ft), with no vertical 
adjustment needed

•	Pet-immune with Target Specific 
Imaging™ that distinguishes between 
humans and pets weighing up to 38 
kg (85 lb)

•	Simple installation and maintenance 
with exceptionally long-lasting 
battery and easily accessible battery 
compartment 

•	Compatible with PowerMaster alarm 
systems 

MP-802 PG2
PowerG Wireless Digital Pet 
immune PIR Motion Detector

Smart dual-function 
indoor PIR motion 
detector

The pet-immune MP-802 PG2 is 
a smart dual-function indoor PIR 
motion detector that offers reliable 
motion detection and temperature 
monitoring performance, in one 
easy-to-install and attractive 
device.

Based on built-in PowerG 
leading-edge wireless technology, 
the MP-802 PG2 delivers proven 
motion detection with superior 
immunity to false alarms. 

Proven, market-
leading motion 
detection

The MP-802 PG2 provides 
exceptional intrusion protection 
with superior immunity to false 
alarms.

•	The ability to distinguish between 
intruders and other disturbances, 
as well as humans and pets, 
ensures higher reliability and 
reduced false alarms 

•	Uniform detection sensitivity is 
assured across a wide operating 
range

Security plus smart 
capabilities in one

With dual-functionality built-in, 
the MP-802 PG2 addresses the 
growing market demand for smart 
capabilities and multi-purpose 
devices.

•	Motion detection and temperature 
monitoring are included

•	Perfect for smart and secure 
homes, and small to medium-sized 
enterprises  

•	Provides the functionality of two 
detectors for the price of one

with

Technology
PowerG

* Local technical contact should be consulted 
regarding temperature detection support.



Product offerings and specifications are subject to change without notice. Actual products may vary from photos. Not all products include all features. Availability varies by region; contact your sales representative.
© 2017 Tyco Security Products Ltd. All rights reserved. The trademarks and service marks of Tyco, including the Tyco mark and logo and PowerG are the exclusive property of Tyco, and may not be used
without permission. All other marks ar e the property of their respective owners. MP-802 DATA SHEET ENG (Rev.00). 05-2017

www.visonic.com

Specifications

Frequency band (MHz) . . .   USA: 912-918	
Europe and rest of world: . .  433-434, 868-869

Battery type  . . . . . . . . . . .          3V, CR-123A Lithium battery 

Battery life  . . . . . . . . . . . .            6-8 years with typical use

Weight 	
(including battery) . . . . . . .       90 g (3.17 oz.)

Operating temperature  . . .   -10°C to 50°C (14°F to 122°F)	
Operating environment . . .   Indoors

Tamper protection  . . . . . .      Front cover and back

Dimensions	
(H x W x D) . . . . . . . . . . . .           83 x 61 x 42 mm	

(3.27 x 2.4 x 1.66 in)

Complies with . . . . . . . . . .         EN 50131-1, 	
EN 50131-2-2 Security Grade 2, 	
Environmental Class II

Quicker, easier installation and 
maintenance

The MP-802 PG2 saves time with simple installation 
and maintenance, thanks to an easily accessible battery 
compartment and longer battery life.

•	Simplified inventory with a single device for both motion 
and temperature detection, and no need to stock 
separate pet-immune models 

•	Fresnel and cylindrical lenses require no adjustment 
during installation

•	Extended battery life due to low current consumption 

•	Quick and simple battery replacements, with an easily 
accessible battery compartment 

Sleek modern design

Designed for contemporary aesthetics, the compact 
MP-802 PG2 has a sleek, modern look that blends in 
with any décor.

•	Aligned with today’s design preferences

•	Small format, perfect for unobtrusive corner placement, 
reduces visual impact

Contact Visonic for further information:
Email: info@visonic.com

Certifications
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Features that Make a 
Difference:

•	Early detection of gross attacks 
or low-level shocks

•	High immunity to background 
vibrations which can cause 	
false alarms

•	Quick and easy installation using 
unique 7-segment shock meter 
and pushbuttons  

•	Uses revolutionary PowerG 
wireless technology to deliver 
outstanding reliability, robustness 
and efficiency

•	Optional Grade 2 magnetic 
contact activates an alarm in the 
presence of an external magnetic 
field

•	Optional auxiliary input to 
connect wired detectors, 
pushbuttons or other 	
detection devices 

•	Prolonged battery life of up 	
to 5 years (for typical use) with 	
all sensors enabled

SD-304 PG2 
PowerG Wireless Shock and 
Contact Detector with Wired Input

Protects Windows, Doors, Walls and Roofs 
Against Forced Entry

The innovative SD-304 PG2 wireless 
shock detector provides perimeter 
protection for residential and 
commercial premises. It provides 
early warning of an attempted 
intrusion by sensing forced entry 
before a burglar actually enters the 
property. This potentially reduces 
the damage and losses to a 
property as a result of a break in 
and provides home and business 
owners with enhanced security. The 
SD-304 PG2 fits most windows and 
doors including those made from 
wood, metal and PVC. It can also 
be used on walls and roofs. 

The detector’s advanced digital 
processing uses a piezo shock 
sensor to precisely detect and 
analyze gross attacks or a series 
of low-level shocks while ignoring 
background vibrations, a major 
cause of false alarms. 

The SD-304 PG2 detector includes 
an optional Grade 2 magnetic 
contact and auxiliary input. As a 
three-in-one wireless detector, the 
SD-304 PG2 detector saves the 
cost and time of additional detectors 
while providing exceptional 
performance in varied applications. 
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Specifications

Frequency band (MHz)............ Europe and rest of world: 	
433-434, 868-869 	

USA: 912-919

Communication protocol	�����������������������������������������PowerG

Alarm input	�����������������������������������������������������One auxiliary

Tamper	�������������������������������������������������������Front and back

Battery type . . . . . . . . .         3V Lithium CR-123A type battery, 
Panasonic, Sanyo or GP only

Battery life expectancy	���������������� 5 years (with typical use) 	
with all sensors enabled

Shock detection radius.... Window...................... 4m (13ft)

Wood....................3.5m (11.5ft)

Brick/concrete walls... 2.5m (8m)

Operating temperature	������� -10°C to 55°C (14°F to 131°F)

Storage temperature 	����������-20°C to 60°C (-4°F to 140°F)

Humidity	����������Average relative humidity of approximately 
75% non-condensing. For 30 days per year 

relative humidity may vary between 85% 
and 95% non-condensing

Auxiliary input cable length	���������������������10m (32.8ft) max.

Auxiliary input EOL resistor	������������������������������������� 2.2 KΩ

Dimensions (LxWxD)	������������������������������ 118 x 27 x 30mm 	
(4-5/8 x 1-1/8 x 1-3/16in.)

Weight (including battery)	�������������������������������130g (4.6oz)

Approvals

Compliant to EN-50131 Grade 2, EN 50131-2-6, 
EN-50131-2-8 and PD6662:2010

Advanced Detection Technologies

•	Reliable perimeter protection against forced entry 
– A sophisticated microprocessor uses advanced 
algorithms to process and analyze the data coming 
from a piezo-electric sensor. The detector activates an 
alarm for any intrusion attempt - whether it is a gross 
attack or a series of low level shocks. Equally important, 
the detector accurately differentiates between real 
intrusion attempts and background vibrations.

•	 Ideal for a wide variety of applications – The SD-304 PG2 
detector is perfect for residential and commercial 	
premises and fits windows, doors, walls and roof 
installations.

•	Instant, precise setup – The SD-304 PG2 detector 
integrates a unique, 7-segment module that allows the 
installer to set the shock level and displays the actual 
shock level while testing. This enables fast and accurate 
setup of the device to ensure superior detection and 
reduced false alarms. 

•	Triple protection in one – The SD-304 PG2 detector 
includes an optional integrated auxiliary input and 
an optional magnetic contact. The magnetic contact 
protects door/window openings and alerts if an 
intruder tries to mask the magnetic field of the contact. 
Additional wired detectors and devices can be 
connected to the auxiliary input.

•	Advanced magnetic anti-masking – The SD-304 PG2 
detector activates alerts upon any attempt to mask the 
magnetic contact sensor. 

•	Frequency hopping – Able to hop between frequency 
bands, the SD-304 PG2 detector is resistant to almost 
any radio frequency interference. It also enables long 
distance communication with the panel even in harsh 
security environments.

•	Built-in, RF link status LED – The RF link quality is 
clearly displayed with a built-in LED. It is possible to 
select the optimal installation location without having to 
physically approach the control panel. 

•	Remote maintenance – The SD-304 PG2 detector 
can be configured and tested from the panel or from a 
central monitoring station, enabling remote adjustments 
of the shock level, diagnostics and the changing of 
other parameters. 

•	Prolonged battery life – Based on PowerG technology, 
the SD-304 PG2 detector can operate on a single 
battery for up to five years.

•	Streamlined, stylish design – Small size and sleek 
design enable the SD-304 PG2 detector to blend into 
most decors.


