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Technology
PowerG

PB-101 PG2 and PB-102 PG2 
panic are stylish handheld PowerG 
wireless transmitters designed for 
emergency and control applications 
in supervised wireless security 
systems. PB-101 PG2 has one 
push-button and PB-102 PG2 has 
two push-buttons.

PB-101/102 PG2 offer enhanced 
security and peace of mind as 
they allow users to send alarm 
messages with just a simple press 
on a button. With the PB-102 PG2, 
the user can also initiate a distress 
alarm, by pressing both buttons 
simultaneously.

For maximum convenience, 
PB-101/102 PG2 panic buttons 
offer several options for carrying or 
mounting. Each can be attached to 
a keychain, worn around the neck, 
attached to a belt or mounted on 
a wall.

These ergonomically designed 
handheld devices are available 
in a choice of frequencies, in 
compliance with European, U.S. 
and other international standards. 

They are powered by a standard 
long-life lithium battery. When 
the battery needs replacing, 
low battery alerts appear on the 
panic button devices and are also 
transmitted to the control panel.

Specifications

Frequency Band (MHz): 
Europe and rest of world:  
433-434.72, 868-869.15 
USA: 912-919.185

Battery type: 
3V CR-2032 Lithium battery

Battery Life Expectancy: 
5 years (with typical use)

Operating Temperature: 
0° to 50°C (32° to 122°F)

Humidity: 
Average relative humidity (RH) ~ 75% 
non-condensing,  
max 95% 30 days/year

Dimensions (L x W x D): 
53 x 33 x 11mm  
(2.1 x 1.3 x 0.43in)

Certifications
EN  

Features that Make a 
Difference:

•	Two models:
•	Miniature one-button model 

for alarm messages
•	Miniature two-button 

pendant for alarm messages 
and system arming/disarming

•	Attractive, modern  
ergonomic design

•	Versatile design is suitable 
for carrying, wearing or wall 
mounting

•	Extended arm and disarm 
functionality for controlling  
the PowerMaster system

•	Safety mechanism for 
preventing false panic calls

•	Confirms that the system 
has carried out the user’s 
command

•	PowerG two-way Frequency 
Hopping Spread Spectrum 
FHSS-TDMA technology

•	Extended battery life  
(5 years with typical use)

•	Supplied with a belt clip, 
keychain, and lanyard necklace

PB-101 PG2 / PB-102 PG2 
Supervised Handheld  
PowerG Wireless  
Panic Buttons



Headache Free 
Reliable photoelectric technology proven
to reduce cooking nuisance alarms

Smart Detection
Fixed temperature and rate of rise detection

Multi-Criteria Smoke Detector
Rapid Detection Where it Matters

Chirp Control
Silence fault chirps for up to 12 hours, and
nuisance alarms for up to 10 minutes

Easy Maintenance
Easily open device to assist in your
regular deep cleaning process

Early Awareness
Early dirty and low battery notification

Long Battery Life
Up to 6 year battery life under normal usage 



SPECIFICATIONS

Sensor Types
Thermistor: High temperature range 135˚F ± 4˚F or 58C +/- 4C
ROR: 15˚F / min when > 104˚F or 8.3C/min when > 40C
Photoelectric (Optical)

Integrated Head Removal
Tamper Switch

When head is removed a signal can be sent to the
panel/hub via the RF module

Sound Level
Minimum output 85dBA at 3m. The sounder contacts are soldered
directly to the piezo disc for additional security

Button Test Checks the sensors, electronics, battery and horn

Silence Function Silences nuisance alarm (automatically resets after approximately 10 minutes)

Supply Voltage 1 x CR123A battery. Provision is made for a second opperational CR123A battery

LED Indicators
RED - Power up, button test, in alarm, in hush, memory
YELLOW - Power up, low battery, sensor fault, end of life

Operating Temperature 40˚F - 100˚F¹ or 4C to 38C

Storage Temperature 14˚F - 104˚F¹ or -10C to 40C

Humidity Range 15% - 95% Relative Humidity (non-condensing)

Product Dimensions 4.53” x 2.17” or 115mm x 55mm

Weight 8.64 ounces or 245g (including packaging)

MODEL VARIATIONS
SMD-976 ME PG2 (868-0:025) SMD-976 ME PG2 Smoke/Heat (868-0:025)

SMD-976 PGP (868-0:025) SMD-976 PGP Smoke/Heat (868-0:025)

SMD-976 PGP (868-1:025) UK SMD-976 PGP Smoke/Heat (868-1:025) 

PGP8976 PGP9976 PowerG + Wireless Smoke/Heat Detector 868 MHz 

COMPATABILITY
Panel IQ Panel 4, IQ4 Hub, IQ4 NS, PowerSeries Neo, PowerSeries Pro, IQ Pro, PowerMaster

¹Temperature and Humidity conditions are for normal operation and storage. Units will function outside these ranges as requird by the specific Product Standards. However, extended exposure to conditions 
outside these ranges may affect product life. For advice on prolonged operation outside these ranges consult the manufacturer.
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