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DHI-NVR4104HS-P-EI
4CH Compact 1U 4PoE 1HDD WizSense Network Video Recorder

· Smart H.265+/H.265/Smart H.264+/H.264/MJPEG decoding format. 

· Access, storage or forwarding at 80 Mbps. 

· Max. decoding capability: 16 × 1080p@30 fps. Supports adapƟve 

  decoding. 

· AI by NVR: 1-channel  face detecƟon and recogniƟon; 2-channel 

  perimeter protecƟon;  up to 10 face databases and 20,000 face 

  images; 4-channel SMD Plus.

· AI by Camera: Face detecƟon and recogniƟon, perimeter protecƟon; 

  SMD Plus; people counƟng; stereo analysis; heat map. 

· Connected to the third-party network cameras. 

· Security baseline 2.3.

 Series Overview

NVR4000-EI series is a new generaƟon of network recorders that oīers 
powerful decoding capabiliƟes, and strong bandwidth. It features 
high-precision face recogniƟon, perimeter protecƟon, and SMD (Smart 
MoƟon DetecƟon), which can disƟnguish target vehicles and humans 
from other types in real Ɵme. When connected with select IPC cameras, 
Quick Pick technology becomes available, allowing human and vehicle 
targets to be easily searched for and picked out. This network recorder 

is not only cost-eīecƟve, but also compaƟble with a wide variety of 
third-party devices, making it a great choice for small and medium-sized 
businesses.

Functions
Face Detection
Face detecƟon is to detect if there is any human face appearing in the 
video. This technology adopts a deep learning algorithm to support face 
detecƟon, tracking, opƟmizaƟon and capturing, and then output the 
best face snapshot.   

Face Recognition
Dahua Face RecogniƟon technology extracts the features of captured 
faces and compares them with those in face database to recognize the 

person idenƟty.

Perimeter Protection
AutomaƟcally Įltering out false alarms caused by animals, rustling 
leaves, bright lights, etc. Enables system to perform secondary 
recogniƟon for the targets. Improving alarm accuracy.

SMD Plus

With intelligent algorithm, Dahua Smart MoƟon DetecƟon technology 
can categorize the targets that trigger moƟon detecƟon and Įlter the 
moƟon detecƟon alarm triggered by non-concerned targets to realize 
eīecƟve and accurate alarm.

AI Search                                                                                                        

Support AI seach by metadata of diīerent targets or uploading face 
pictures to device and comparing them with recorded faces by similarity. 
Enable operators to quickly and easily search through mulƟ channels and 
long duraƟon, eĸciently Įnd out when and where a person of interest 
appeard.

Heat Map by Camera                                                                                                  

Dahua heat map technology is used to display the crowd density and 

people appearance probability. Export and display the crowd status by 

diīerent colors. Generally, the crowd status is the staƟsƟcs of people 
quanƟty in space and Ɵme dimensions.

Quick Pick                                                                                               

Dahua Quick Pick technology can enable users to quickly pick up the 

human/vehicle targets that they are interested in, which facilitates 
retrieval from SMD events.  

 | DHI-NVR4104HS-P-EI

Launched by Dahua Technology, WizSense is a series of AI products and 

soluƟons that adopt independent AI chip and deep learning algorithm. 
It focuses on human and vehicle with high accuracy, enabling users to 
fast act on deĮned targets. Based on Dahua's advanced technologies, 
WizSense provides intelligent, simple and inclusive products and 
soluƟons.
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Technical Specification

System

Main Processor Industrial-grade processor

Operating System Embedded Linux

Operating Interface Web; Local GUI

AI

AI by Recorder
Face detection, face recognition, perimeter protection, 

and SMD Plus

AI by Camera
Face detection; face recognition; perimeter protection; 
SMD Plus; people counting; stereo analysis; heat map

Perimeter ProtecƟon
Perimeter Performance AI 

by Recorder (Number of 

Channels)

2 channels, 10 IVS rules for each channel

Perimeter Performance of 

AI by Camera (Number of 

Channels)

4 channels

Face DetecƟon

Face Attributes
Gender; age group; glasses; expressions; face mask; 
beard

Face Detection 

Performance of AI by 

Recorder (Number of 

Channels)

1 channel  (up to 12 face images/s each channel)

Face Detection 

Performance of AI by 

Camera (Number of 

Channels)

4 channels

Face RecogniƟon

Face Database Capacity

Up to 10 face databases with 20,000 images, with a 

total capacity of 2.5 G. Name, gender, birthday, address, 

credential type, credential No., countries & regions and 

state can be added to each face image.

Face Recognition 

Performance of AI by 

Recorder (Number of 

Channels)

4-channel FD (by camera) + FR (by recorder),image 
stream: 12 face images/s 

1-channel FD (by recorder) + FR (by recorder), video 
stream: 12 face images/s

Face Recognition 

Performance of AI by 

Camera (Number of 

Channels)

4 channels

SMD Plus

SMD Plus by Recorder

4 channels: Secondary filtering for human and motor 

vehicle, reducing false alarms caused by leaves, rain and 
lighting condition change

SMD Plus by Camera 4 channels

Audio and Video

Access Channel 4 channels

Network Bandwidth
80 Mbps incoming, 80 Mbps recording and 80 Mbps 

outgoin

Resolution
16 MP; 12 MP; 8 MP; 6 MP; 5 MP; 4 MP; 3 MP; 1080p; 
960p; 720p; D1; CIF

Decoding Capability

AI disabled: 2-channel 16 MP@30 fps; 2-channel 12 
MP@30 fps; 4-channel 8 MP@30 fps 

AI enabled: 1-channel 16 MP@30 fps; 2-channel 12 
MP@30 fps; 3-channel 8 MP@30 fps; 4-channel 5 
MP@30 fps

Video Output

1 HDMI, 1 VGA 

HDMI: 3840 × 2160, 1920 × 1080, 1280 × 1024, 1280 × 

720 

VGA: 1920 × 1080, 1280 × 1024, 1280 × 720 

*Simultaneous/heterogeneous video sources output for 
VGA and HDMI is configurable.

Multi-screen Display
1st Screen: 1/4 

2nd Screen: 1/4

Third-party Camera 

Access

Panasonic, Sony, Samsung, Axis, Pelco, Arecont, ONVIF, 

Canon

Compression Standard

Video Compression Smart H.265+; H.265; Smart H.264+; H.264; MJPEG

Audio Compression G.711a; G.711u; PCM; G726

Network

Network Protocol

HTTP; HTTPS; TCP/IP; IPv4/IPv6; UPnP; SNMP; UDP; 
SMTP; NTP; DHCP; DNS; IP Filter; PPPoE; DDNS; FTP; 
Alarm Server; IP Search (Support Dahua IP camera; DVR; 
NVS; etc.); P2P; auto register

Mobile Phone Access iOS; Android

Interoperability ONVIF 22.06(Profile T; Profile S; Profile G); CGI; SDK

Browser Chrome; IE9 and later; Firefox

Recording Playback

Multi-channel Playback Up to 4 channels

Record Mode General, motion detection; intelligent; alarm

Backup Method USB device and network

Playback Mode
Instant playback, general playback, event playback, tag 
playback, smart playback

Alarm

General Alarm
Motion detection; privacy masking; video loss; scene 
changing; PIR alarm; IPC external alarm

Anomaly Alarm

Camera disconnection; storage error; disk full; IP 
conflict; MAC conflict; login locked; and cybersecurity 
exception

Intelligent Alarm
Face detection; face recognition; perimeter protection; 
SMD Plus; people counting; stereo analysis; heat map

Alarm Linkage
Record; snapshot; IPC external alarm output; audio; 
buzzer; log; preset; email

Port

Audio Input 1-channel RCA

Audio Output 1-channel RCA

HDD Interface
1 SATA port, up to 16 TB.The maximum HDD capacity 
varies with environment temperature.

USB 2 (1 front USB 2.0 port, 1 rear USB 2.0 port)

HDMI 1

VGA 1

Network Port 1 (10/100 Mbps Ethernet port, RJ-45)

PoE Port 4 ports, 10/100 Mbps, IEEE 802.3 af/at

General

Power Supply 53 VDC, 1.226 A
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Dimensions (mm[inch])

Panels

5

1 2 3 4 6 7 8 9

1 Power Input 2 PoE Ports

3 Network Port 4 VGA Port

5 AUDIO OUT, RCA Connector  6 AUDIO IN, RCA Connector

7 HDMI Port  8 USB Port

 9 Ground
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Ordering Information
Type Model DescripƟon

4 Channels 

WizSense NVR 

DHI-NVR4104HS-
P-EI

4CH Compact 1U 4PoE 1HDD 
WizSense Network Video Recorder

Power Consumption

Total output of NVR is <10 W(without HDD) Total output 
power of PoE is 36W,the maximum output power of 

asingle port is 25.5W

Net Weight 0.86 kg (1.90 lb)

Gross Weight 1.88 kg (4.14 lb)

Product Dimensions
260 mm × 232.7 mm × 47.6 mm (10.24" × 9.16" × 1.87") 
(W × L × H)

Packaging Dimensions
333 mm × 89 mm × 315 mm (13.11" × 3.50" × 12.40") 
(W × L × H)

Operating Temperature –10 °C to +55 °C (14 °F to +131 °F)

Storage Temperature –20 °C to +60 °C (–4 °F to +140 °F)

Operating Humidity 10%–93% (RH) 

Installation Rack or desktop

Certifications

FCC: 47 CFR FCC Part15, SubpartB, Class A 

CE-EMC: EN 55032:2015+A1:2020; EN IEC 61000-3-
2:2019+A1:2021; EN 61000-3-3:2013+A1:2019+A2:2021; 
EN 55035:2017+A11:2020; EN 50130-4:2011+A1:2014 

CE-LVD: EN 62368-1:2014
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DH-DS1AG
Wireless Chime

· Indoor Doorbell Chime. 

· Built-in speaker. 

· Multiple ringtone options. 

Series Overview

The Wireless Chime is an indoor device that chimes when your video 

doorbell is pressed. Through the DMSS app, the ringtones and volume 

can be customized to your ideal seƫngs and it can be paired with either 
of the two models of Dahua video doorbells. Highly convenient, it can 

also be bound to mulƟple video doorbells at the same Ɵme, so you 
can place mulƟple Wireless Chime around your home to always hear 
whenever someone presses your video doorbell. Whether you’re in the 

kitchen, oĸce or bedroom, you’ll never miss a thing if your phone is out 
of reach.

IPC-WDS Series | DH-DS1AG

Technical SpecificaƟon

Audio

Built-in Speaker Built-in Speaker

Network

Management Software DMSS

Wi-Fi
IEEE 802.11b/g/n/ax 2.4000–2.4835 GHz, 2.4 G, EIRP≤20 
dBm

Network Update Yes

Power

Power Supply 100–240 VAC 50/60 Hz

Power Consumption < 5 W

Structure

 Appearance Color Grey

Net Weight 0.1 kg (0.22 lb)

Gross Weight 0.2 kg (0.44 lb)

Casing Material PlasƟc + Cloth

Product Dimensions
Bare machine: 96 mm × 50 mm × 30.3 mm (3.78" × 

1.97"× 1.19") (L × W × H)

Packaging Dimensions
187 mm × 81 mm × 57 mm (7.36" × 3.19" × 2.24") (L × 

W × H)

Environment

Operating Temperature –10 °C to +45 °C (14 °F to +113 °F)

Operating Humidity 20%–95% (RH),  non-condensing

Certification

Certifications

CE-LVD: EN62368-1;

CE-EMC: ElectromagneƟc CompaƟbility DirecƟve 
2014/30/EU;

CE-RED: Radio Equipment DirecƟve 2014/53/EU

Ordering InformaƟon
Type Model Description

Doorsiren DH-DS1AG Wireless Chime

Dimensions (mm[inch])

9
6.
0 
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.7
8
]

50.0 [1.97]
38.7 [1.52]

30.3 [1.19]
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DH-IPC-HDW3649H-AS-PV-PRO
6MP Smart Dual Light Active Deterrence Fixed-focal Eyeball WizSense Network Camera

· 6-MP 1/1.8" CMOS image sensor, low luminance, and high definition 

  image. 

· Outputs max. 6 MP (3288 × 1850)@25/30 fps. 

· H.265 codec, high compression rate, ultra-low bit rate. 

· Built-in multi-core light, the max. IR distance is 30 m and the max. warm  

 light distance is 30 m. 

· ROI, SMART H.264+/H.265+, AI H.264/H.265, flexible coding, applicable 

  to various bandwidth and storage environments. 

· Rotation mode, WDR, 3D NR, HLC, BLC, digital watermarking, applicable 

  to various monitoring scenes. 

· Intelligent monitoring: Intrusion, tripwire (the two function support the 

  classification and accurate detection of vehicle and human). 

· Abnormality detection: Motion detection, privacy masking, scene 

  changing, audio detection, no SD card, SD card full, SD card error, 

  network disconnection, IP conflict, illegal access, and voltage detection. 

· Alarm: 1 in, 1 out; audio: 1 in, 1 out; supports max. 512 G Micro SD 

  card; built-in dual Mic; 1-ch speaker; support two-way talk. 

· 12 VDC/PoE power supply.

· IP67 protection.

· Sound and light alarm (red and blue lights).

· SMD 4.0.

· Supports AI SSA and one-tap arming and disarming.

· SMD area can be set in warm light areas that support triggering alarms.

Series Overview

Dahua WizSense 3 Series Network Camera greatly saves on bandwidth 

and storage space through its AI Coding technology. Driven by its 

advanced deep learning algorithms, the camera supports intelligent 

funcƟons such as perimeter protecƟon, smart moƟon detecƟon (SMD), 
Acupick, and AI SSA (AI Scene Self-adaptaƟon), making it easy and 
convenient to use. Starlight technology and its large aperture lens also 

allow the camera to produce clear, vivid images even in poor lighƟng 
condiƟons.

Functions
Siren and Light Active Deterrence
Dahua siren and light acƟve deterrence network camera supports the 
light alarm and voice alarm when perimeter event occurs, to realize the 

deterrence and eīecƟve intervenƟon. The camera is built in mulƟple 
voices for selecƟon, and supports customized voice imporƟng.

SMD 4.0
Dahua Smart MoƟon DetecƟon technology works with intelligent 
algorithms to classify targets that trigger moƟon detecƟon alarms. It 
Įlters out objects that are not targets, such as small and large animals, 
to avoid triggering false alarms. With an AI NVR, Quick Pick technology 

becomes available, allowing you to easily search for and pick out human 

and vehicle targets from SMD event videos, prioriƟzing the highest 
matches. 

Smart Dual Light
Dahua Smart Dual Light technology adopts smart algorithm to detect 

targets. Usually, the IR illuminator is on at night; when the target 

appears in the monitoring area, the white light is on, and the camera 

records the full-color video and informaƟon of key events. That is, the 
camera links snapshot and video with full-color image. When the target 

is out of the monitoring area, the white light is oī and the IR illuminator 
is on, which reduces light polluƟon eĸciently.

One-tap Disarming
Dahua One-tap Disarming funcƟon, which is convenient and easy for 
operaƟon, is the switch for event linkage. Customers can close and 
recover event linkage through mobile App, which meets mulƟ-scenarios 
needs.

Cyber Security

Dahua network cameras employ a series of security technologies, 

including security authenƟcaƟon and authorizaƟon, access control 
protocols, trusted protecƟon, encrypted transmission and encrypted 
storage. These technologies improve the camera's defense against 

external cyber threats and prevent malicious programs from 

compromising the device.

Protection (IP67, Wide Voltage)
IP67: The camera passes a series of strict test on dust and soak. It has 

dust-proof funcƟon, and the enclosure can work normally aŌer soaking 
in 1 m deep water for 30 minutes. 

Wide voltage: The camera allows ±30% (for some power supplies) 

input voltage tolerance (wide voltage range), and it is widely applied to 

outdoor environment with instable voltage.
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Launched by Dahua Technology, WizSense is a series of AI products and 

soluƟons that adopt independent AI chip and deep learning algorithm. 
It focuses on human and vehicle with high accuracy, enabling users to 

fast act on deĮned targets. Based on Dahua's advanced technologies, 
WizSense provides  intelligent, simple and inclusive products and 

soluƟons.
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Technical Specification

Camera

Image Sensor 1/1.8" CMOS 

Max. ResoluƟon 3288 (H) × 1850 (V)

ROM 256 MB 

RAM 2 G

Scanning System Progressive 

Electronic ShuƩer Speed Auto/Manual 1/3 s–1/100,000 s 

Min. Illumination

0.0005 Lux@F1.0 (Color, 30IRE)

0.0004 Lux@F1.0 (B/W, 30IRE)

0 lux (Illuminator on)

S/N RaƟo >56 dB

IlluminaƟon Distance Up to 30 m (98.43 Ō) (IR) 
Up to 30 m (98.43 Ō) (Warm light) 

Illuminator On/Oī Control Auto;Manual 

Illuminator Number 2 (MulƟ-core (IR + warm) light)

Angle Adjustment
Pan: 0°–360°  

Tilt: 0°–78°  

RotaƟon: 0°–360° 

Lens

Lens Type Fixed-focal 

Lens Mount M16

Focal Length 2.8 mm; 3.6 mm 

Max. Aperture F1.0 

Field of View 2.8 mm: H: 109°; V: 59°; D: 131°

3.6 mm: H: 93; V: 50°; D: 111

Iris Control Fixed 

Close Focus Distance 2.8 mm: 2 m (6.56 Ō)
3.6 mm: 4 m (13.12 Ō)

DORI 
Distance

Lens Detect Observe Recognize IdenƟfy

2.8 mm
70.2 m

(230.31 Ō)
28.1 m

(92.19 Ō)
14.0 m

(45.93 Ō)
7.0 m

(22.97 Ō)

3.6 mm
85.6 m

(280.84 Ō)
34.3 m

(112.53 Ō)
17.1 m

(56.10 Ō)
8.6 m

(28.22 Ō)

*DORI (Detect, Observe, Recognize, Identify) is a standard system (EN-62676-4) 

for defining the ability of a person viewing the video to distinguish persons or 

objects within a covered area. The numbers in this table do not reflect intelligent 
function distances. For intelligent function distances, refer to installation and 

commissioning manual/project design tool.

Intelligence

IVS (Perimeter Protection)
Intrusion, tripwire (the two funcƟons support the 
classiĮcaƟon and accurate detecƟon of vehicle and 
human) 

SMD SMD 4.0

AcuPick

Uses deep learning algorithms and works with back-end 

devices to accurately match targets, such as people and 

motor vehicles, and search through live and recorded 

videos to quickly locate targets.

AI SSA
Adopt deep learning algorithms to adjust the parameters 
of the image to suit the condiƟons.

Smart Search

Work together with Smart NVR to perform reĮne 
intelligent search, event extracƟon and merging to event 
videos

Video

Video Compression H.265; H.264; H.264H; H.264B; MJPEG (only supported 

by the sub stream) 

Smart Codec Smart H.265+; Smart H.264+ 

AI Coding AI H.265 (Compression rate ≥25%)  
AI H.264 (Compression rate ≥25%) 

Video Frame Rate

Main stream: 3288 × 1850@(1 fps–25/30 fps) 

Sub stream: 1920 × 1080@(1–25/30 fps)

Third stream: 1920 × 1080@(1–25/30 fps)  

*The values above are the max. frame rates of each 

stream; for mulƟple streams, the values will be subjected 
to the total encoding capacity. 

Stream Capability 3 streams 

Resolution

6M (3288 × 1850/3200 × 1800); 4M (2688 × 1520/2560 

× 1440); 3M (2304 × 1296); 1080p (1920 × 1080); 720p 

(1280 × 720); D1 (704 × 576/704 × 480); VGA (640 × 

480); CIF (352 × 288/352 × 240)

Bit Rate Control CBR/VBR/ABR

Video Bit Rate H.264: 3 kbps–16384 kbps;

H.265: 3 kbps–16384 kbps

Day/Night Auto(ICR)/Color/B/W 

BLC Yes 

HLC Yes 

WDR 120 dB 

Scene Self-adaptation 
(SSA) Yes 

White Balance
Auto; natural; street lamp; outdoor; manual; regional 

custom 

Gain Control Auto 

Noise Reduction 3D NR 

Motion Detection OFF/ON (4 areas, rectangular) 

Region of Interest (RoI) Yes (4 areas) 

Smart Illumination Yes 

Smart Dual Light  Yes 

Defog Yes 

Image Rotation
0°/90°/180°/270° (Support 90°/270° with 2688 × 1520 

resoluƟon and lower) 

Mirror Yes 

Privacy Masking 8 areas 

LDC Yes

Audio

Built-in MIC Yes, built-in dual Mic

Built-in Speaker Yes, built-in speaker

Audio Compression PCM; G.711a; G.711Mu; G.726; G.723 
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Alarm

Alarm Event

No SD card; SD card full; SD card error; network 

disconnecƟon; IP conŇict; illegal access; moƟon 
detecƟon; video tampering; tripwire; intrusion; scene 
changing; audio detecƟon; intensity change; voltage 
detecƟon; external alarm; SMD; security excepƟon 

Network

Network Port RJ-45 (10/100 Base-T) 

SDK and API Yes 

Network Protocol
IPv4; IPv6; HTTP; TCP; UDP; ARP; RTP ; RTSP; RTCP; RTMP; 

SMTP; FTP; SFTP; DHCP; DNS; DDNS; QoS; UPnP; NTP; 

MulƟcast; ICMP; IGMP; NFS; PPPoE; SNMP; P2P

Interoperability ONVIF (ProĮle S; ProĮle G;ProĮle T); CGI  

User/Host 20 (Total bandwidth: 64 M) 

Storage FTP;SFTP; Micro SD card (support max. 512 GB); NAS 

Browser
IE: IE11 

Chrome  

Firefox 

Management Software Smart PSS Lite; DSS; DMSS; DoLynk Care

Mobile Client iOS;Android 

Cyber Security

Video encrypƟon;Firmware encrypƟon;ConĮguraƟon 
encrypƟon;Digest;WSSE;Account lockout;Security 
logs;IP/MAC Įltering;GeneraƟon and imporƟng of X.509 
cerƟĮcaƟon;syslog; HTTPS;802.1x;Trusted boot;Trusted 
execuƟon;Trusted upgrade

Certification

Certifications
CE-LVD: EN 62368-1;  

CE-EMC: ElectromagneƟc CompaƟbility DirecƟve 
2014/30/EU

Port

Audio Input 1 channel (RCA port) 

Audio Output 1 channel (RCA port) 

Alarm Input 1 channel in: wet contact, 5 mA 3–5 VDC 

Alarm Output 1 channel out: wet contact, 300 mA 12 VDC 

Power

Power Supply 12 VDC; PoE 

Dual Power Backup
When the power adapter and PoE provide power at 

the same Ɵme, disconnect one of them. The device will 
conƟnue to work, but will not restart.

Power Consumption
Basic: 4.1 W (12 VDC); 6 W (PoE)

Max. (H.265+WDR+ warm light+siren and light acƟve 
deterrence + intelligence on): 8.2 W (12 VDC); 10 W (PoE)

Environment

Operating Temperature –40 °C to +60 °C (–40 °F to +140 °F) 

Operating Humidity ≤95% 

Protection IP67 

Structure

Casing Material Metal 

Product Dimensions Φ122.0 mm × 116.1 mm (4.80" × Φ4.57")

Ordering Information
Type Model Description

6MP Camera DH-IPC-HDW3649H-AS-

PV-PRO

6MP Smart Dual Light Active 

Deterrence Fixed-focal Eyeball 

WizSense Network Camera

Accessories

(Optional) 

PFA137 Junction Box

PFB205W-E Wall Mount Bracket

PFA109 Mount Adapter

PFB220C Ceiling Mount Bracket

PFA152-E Pole Mount Bracket

PFM321-EN DC12V1A Power Adapter

PFM321D-EN DC12V1A Power Adapter

PFM320D-EN DC12V2A Power Adapter

PFM900-E Integrated Mount Teste

TF-P100 MicroSD Memory Card

www.dahuasecurity.com

Accessories

OpƟonal:

PFB205W-E

Wall Mount Bracket

PFA152-E

Pole Mount Bracket

PFA109

Mount Adapter

PFA137

Junction Box

PFB220C

Ceiling Mount Bracket
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PFM900-E

Integrated 

Mount Tester

PFM321-EN

DC12V1A Power Adapter

PFM320D-EN

12 VDC 2A Power Adapter

PFM321D-EN

DC12V1A Power Adapter

TF-P100

Integrated 

Mount Tester

Net Weight 0.8 kg (1.76 lb)

Gross Weight 1.0 kg (2.20 lb)
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Dimensions (mm[inch])

∅122.0 [∅4.80]

3-∅4.5 [∅0.18]

∅84.0 [∅3.31]
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4MP WiFi Video Doorbell

DH-DB41AW
Series Overview

The WiFi Video Doorbell is a new addiƟon to the Dahua Wireless series. It not only delivers 2K high-resoluƟon imagery, but also captures more details 
than convenƟonal Įxed lenses through its ultra-wide Įsheye lens. The doorbell features passive IR moƟon detecƟon and transmits videos and audios to 
mobile devices, allowing you to remotely perform visual conĮrmaƟon and communicate with visitors. Furthermore, it is compaƟble with 2.4 GHz Wi-Fi 
6 networks, enhancing its connecƟvity opƟons.

4MP

Clear images with sharp details

One-click ProacƟve Call
ProacƟve bidirecƟonal call anyƟme, 
anywhere

Abnormal Sound Alarm

Detects abnormal sounds and sends 
alarms in Ɵme

H.265

Advanced H.265 compression 
technology

AI Human DetecƟon
Focuses on what maƩers and 
reduces false alarms

Wi-Fi 6

Seamless integraƟon of speed and 
anƟ-interference

Supports Micro SD Card
Low-cost storage

AI Vehicle DetecƟon
Focuses on what maƩers and 
reduces false alarms

Bluetooth Pairing

Fast pairing with Bluetooth

Upgrade Your Experience with DMSS

Dahua Mobile Security Surveillance (DMSS) is a professional remote surveillance 
management plaƞorm that oīers remote monitoring, device migraƟon, and sharing. When 
connected to the internet, the plaƞorm provides real-Ɵme alerts to improve surveillance 
eĸciency and grant Ňexibility in security management.

www.dahuasecurity.com
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Specifications

What's in the box

Rev 002.000 © 2025 Dahua. All rights reserved. Design and specifications are subject to change without notice. 
The images, specifications and information mentioned in the document are only for reference, and might differ from the actual product. 

Camera
Image Sensor 1/3" CMOS

Max. ResoluƟon 2560 (H) × 1440 (V)

Electronic ShuƩer Speed Auto/Manual 1/3 s–1/100,000 s

IlluminaƟon Distance Up to 10 m (32.81 Ō) (IR)

Illuminator On/Oī Control Auto

Illuminator Number 2 (IR LED)

Lens

Max. Aperture F2.2

Field of View H: 120°; V: 66°; D: 143°

Intelligence

Human DetecƟon Yes

Video

Video Compression H.265; H.264; H.264H; H.264B

Video Frame Rate

Main stream: 2560 × 1440@15 fps; 1920 × 1080@15 
fps); 1280 × 720@15 fps; 
sub stream: 640 × 360@25 fps
*The values above are the max. frame rates of each 
stream; for mulƟple streams, the values will be 
subjected to the total encoding capacity.

ResoluƟon 4M (2560 × 1440); 1080p (1920 × 1080); 720p (1280 
× 720)

Video Bit Rate H.264: 32 kbps–8192 kbps
H.265: 32 kbps–8192 kbps

Day/Night Auto(ICR)/Color/B/W

WDR DWDR

MoƟon DetecƟon Yes

Image RotaƟon 0°/180°

Audio

Built-in MIC Yes

Built-in Speaker Yes

Audio Compression G.711a

Network

Wi-Fi IEEE 802.11b/g/n/ax 2.4000–2.4835 GHz, 2.4 G, 
EIRP≤20 dBm

Storage Micro SD card (up to 256 GB)

Management SoŌware DMSS

Mobile Client iOS;Android

CerƟĮcaƟon

CerƟĮcaƟons
CE-LVD: EN62368-1;
CE-EMC: ElectromagneƟc CompaƟbility DirecƟve 
2014/30/EU;
CE-RED: Radio Equipment DirecƟve 2014/53/EU

Power

Power Supply USB (5 VDC±5%, 2 A) or binding post power supply ( 
10–24 VDC/14–24 VAC, 1.0 A ).

Power ConsumpƟon

Basic: 1.7 W (5 VDC); 2.1 W (10–24 VDC); 2.2 W 
(14–24
VAC, actve power)
Max. (IR + white light + alarm on): 5.3 W (5 VDC); 
6.8 W
(10–24 VDC); 6.8 W (14–24 VAC, actve power)

Environment

OperaƟng Temperature –20 °C to +55 °C (–4 °F to +131 °F)

OperaƟng Humidity ≤95%

Structure

Casing Material PlasƟc

Product Dimensions 135 mm × 45 mm×24.2 mm (5.31" × 1.77" × 0.95") 
(L × W × H)

Net Weight 0.11  kg (0.24 lb)

IR Light

Microphone

Indicator

Lens

Speaker

Call Button

Power Ports

Type-C Port

Micro SD Card Slot

Reset

Tools:

InstallaƟon Kit × 1

Pin × 1

MounƟng Bracket × 1

Documents:

Quick Start Guide × 1

Legal and regulaƟon 
informaƟon × 1

QR Code × 1

Power:

Power Cord × 1

× 1



Best-Fit Applications

Network video recorders (NVR)

Embedded surveillance DVRs

(SDVR)

Hybrid surveillance DVRs

Surveillance DVRs

3.5 HARD DRIVE DATA SHEET

Smart. Safe. Secure. 

Seagate Surveillance-Specialized Storage

SkyHawk™ leverages Seagate's extensive experience in designing

drives purpose-built for surveillance applications.

Key Advantages

ImagePerfect™ firmware is designed to ensure seamless video footage capture in

24×7 surveillance workloads that record video from 64 HD cameras.

SkyHawk Health Management actively helps protect your surveillance storage by

focusing on prevention, intervention and recovery options.2

NVR-ready design allows drives to maintain performance in multi-bay systems, giving

customers the flexibility to scale their systems when more storage is needed.

ATA streaming support enables recordings from up to 64 HD cameras for smooth,

uninterrupted footage.

Up to 10TB or over 2000 hours of HD video storage support an increased number

of HD cameras and allows longer data retention periods.

1M hours MTBF, 3-year limited warranty3 represents an improved total cost of

ownership (TCO) with reduced maintenance costs.

Lower power consumption means a reduction in heat emissions, which improves

reliability in surveillance solutions. Tarnish-resistant components help protect drive

from environmental elements, increasing field reliability.

1 SkyHawk surveillance drives are designed for always-on, low transaction workloads (20% duty cycle) of 180TB/year. For higher

transaction workloads, see Seagate's enterprise-class drive offerings.

2 Contact your Seagate sales representative for further information.

3 SkyHawk surveillance drives are designed to operate under ambient operating temperatures of 0°C to 60°C and normal environments.

Usage of drives in higher temperatures or other extreme environmental conditions will reduce useful life.



Specifications 10TB 8TB 6TB 4TB 3TB

Standard Model Numbers ST10000VX0004 ST8000VX0022
ST6000VX0003,

ST6000VX0023
ST4000VX007 ST3000VX010

SkyHawk™ Health Management Included1 Yes Yes Yes Yes —

Interface SATA 6Gb/s SATA 6Gb/s SATA 6Gb/s SATA 6Gb/s SATA 6Gb/s

Features and Performance

Drive Bays Supported 8+ 8+ 8+ 8+ 1 to 8

Cameras Supported Up to 64 Up to 64 Up to 64 Up to 64 Up to 64

Max. Sustained Transfer Rate OD (MB/s) 210MB/s 210MB/s 195MB/s 190MB/s 180MB/s

Cache (MB) 256 256 256 64 64

Reliability/Data Integrity

Tarnish Resistant Yes Yes Yes Yes No

Load/Unload Cycles 300,000 300,000 300,000 300,000 300,000

Nonrecoverable Read Errors per Bits Read, Max 1 per 10E15 1 per 10E15 1 per 10E15 1 per 10E14 1 per 10E14

Power-On Hours per Year (24×7) 8760 8760 8760 8760 8760

Workload Rate Limit (WRL)2 180 180 180 180 180

MTBF 1,000,000hr 1,000,000hr 1,000,000hr 1,000,000hr 1,000,000hr

Warranty, Limited (years)3 3 3 3 3 3

Power Management

Startup Current, Typical (12V, A) 1.8 2 2 1.8 1.8

Average Operating Power (W) 6.8W 9W 9W 5.5W 5.6W

Idle Average (W) 4W 8W 7W 3W 4W

Standby Mode/Sleep Mode, Typical (W) 0.8/0.8 0.6/0.6 0.6/0.6 0.25/0.25 0.5/0.5

Voltage Tolerance (5V) ±5% ±5% ±5% ±5% ±5%

Voltage Tolerance (12V) ±10% ±10% ±10% ±10% ±10%

Environmental/Temperature

Operating (ambient, min °C) 5 5 5 0 0

Operating (drive case, max °C)4 70 70 70 70 70

Nonoperating (ambient, min °C) -40 -40 -40 -40 -40

Physical

Height (mm/in, max) 26.11mm/1.028in 26.11mm/1.028in 26.11mm/1.028in 26.11mm/1.028in 26.11mm/1.028in

Width (mm/in, max) 101.85mm/4.01in 101.85mm/4.01in 101.85mm/4.01in 101.85mm/4.01in 101.85mm/4.01in

Depth (mm/in, max) 146.99mm/5.787in 146.99mm/5.787in 146.99mm/5.787in 146.99mm/5.787in 146.99mm/5.787in

Weight (g/lb) 650g/1.433lb 780g/1.72lb 705g/1.55lb 635g/1.40lb 610g/1.35lb

Carton Unit Quantity 20 20 20 20 20

Cartons per Pallet/Cartons per Layer 40/8 40/8 40/8 40/8 40/8

1 10TB model available in early CY2018.

2 SkyHawk surveillance drives are designed for always-on workloads of 180TB/year. For higher transaction workloads, see Seagate’s enterprise-class drive offerings.

3 Extended warranty options available. Consult your distributor for details.

4 Seagate does not recommend operating at sustained extreme temperatures. Operating at higher temperatures will reduce useful life of the products.

2



Specifications 2TB 1TB

Standard Model Numbers ST2000VX008 ST1000VX005

SkyHawk™ Health Management Included1 — —

Interface SATA 6Gb/s SATA 6Gb/s

Features and Performance

Drive Bays Supported 1 to 8 1 to 8

Cameras Supported Up to 64 Up to 64

Max. Sustained Transfer Rate OD (MB/s) 180MB/s 180MB/s

Cache (MB) 64 64

Reliability/Data Integrity

Tarnish Resistant No No

Load/Unload Cycles 300,000 —

Nonrecoverable Read Errors per Bits Read, Max 1 per 10E14 1 per 10E14

Power-On Hours per Year (24×7) 8760 8760

Workload Rate Limit (WRL)2 180 180

MTBF 1,000,000hr 1,000,000hr

Warranty, Limited (years)3 3 3

Power Management

Startup Current, Typical (12V, A) 1.8 1.8

Average Operating Power (W) 5.6W 5.6W

Idle Average (W) 4W 4W

Standby Mode/Sleep Mode, Typical (W) 0.5/0.5 0.5/0.5

Voltage Tolerance (5V) ±5% ±5%

Voltage Tolerance (12V) ±10% ±10%

Environmental/Temperature

Operating (ambient, min °C) 0 0

Operating (drive case, max °C)4 70 70

Nonoperating (ambient, min °C) -40 -40

Physical

Height (mm/in, max) 26.11mm/1.028in 20.20mm/0.795in

Width (mm/in, max) 101.85mm/4.01in 101.85mm/4.01in

Depth (mm/in, max) 146.99mm/5.787in 146.99mm/5.787in

Weight (g/lb) 610g/1.35lb 415g/0.915lb

Carton Unit Quantity 20 25

Cartons per Pallet/Cartons per Layer 40/8 40/8

1 10TB model available in early CY2018.

2 SkyHawk surveillance drives are designed for always-on workloads of 180TB/year. For higher transaction workloads, see Seagate’s enterprise-class drive offerings.

3 Extended warranty options available. Consult your distributor for details.

4 Seagate does not recommend operating at sustained extreme temperatures. Operating at higher temperatures will reduce useful life of the products.

3
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AMERICAS Seagate Technology LLC 10200 South De Anza Boulevard, Cupertino, California 95014, United States, 408-658-1000

ASIA/PACIFIC Seagate Singapore International Headquarters Pte. Ltd. 7000 Ang Mo Kio Avenue 5, Singapore 569877, 65-6485-3888

EUROPE, MIDDLE EAST AND AFRICA Seagate Technology SAS 16-18, rue du Dôme, 92100 Boulogne-Billancourt, France, 33 1-4186 10 00

© 2017 Seagate Technology LLC. All rights reserved. Seagate, Seagate Technology and the Spiral logo are registered trademarks of Seagate Technology LLC in the United States and/or other countries.

ImagePerfect, SkyHawk and the SkyHawk logo are either trademarks or registered trademarks of Seagate Technology LLC or one of its affiliated companies in the United States and/or other countries. All other

trademarks or registered trademarks are the property of their respective owners. When referring to drive capacity, one gigabyte, or GB, equals one billion bytes and one terabyte, or TB, equals one trillion bytes.

Your computer’s operating system may use a different standard of measurement and report a lower capacity. In addition, some of the listed capacity is used for formatting and other functions, and thus will not be

available for data storage. Quantitative usage examples for various applications are for illustrative purposes. Actual quantities will vary based on various factors, including file size, file format, features and

application software. Actual data rates may vary depending on operating environment and other factors, such as chosen interface and disk capacity. Seagate reserves the right to change, without notice, product

offerings or specifications. DS1902.6-1710US October 2017
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